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QUALITY, RELIABLE, CONSISTENTRESIN
BOND

ADVANTAGES:
• True newly mounted Diamond and CBN wheels on your machine.
• Recondition your wheels without removing the wheel from your machine.
• After truing or reshaping your wheel, go right back to work without using a dressing
  or re-sharpening stick.
With the DIA-TRUpin, Diamond and CBN wheels can easily be reshaped to ‘like-new’ condition.
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Makes Truing and Reconditioning of Resin Bonded
Diamond and CBN Grinding Wheels Easy
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PRICING

We’ve made the truing and reconditioning of 
Diamond & CBN wheels easy!

The DIA-TRUpin is made from a specialized high performance alloy.

ALUMINUM OXIDE DRESSING STICKS
Dressing sticks are used to open up and re-sharpen glazed and dull Diamond & CBN Wheels.

 DIAMOND / CBN WHEEL DRESSING STICK DRESSING STICK SALES PRICE
 GRIT SIZE GRIT SIZE SIZE

 80 -120 150 3/4” x 3/4” x 4” $8.00
 140-240 220 3/4” x 3/4” x 4” $8.00
 270- 40/60 micron 320 3/4” x 3/4” x 4” $8.00

HOW TO USE THE DIA-TRUpin:

1. Place the DIA-TRUpin vertically in a holding device (vice) and 
place it in front of the center line of the wheel to be trued.

2. Turn o� the coolant on your machine.

3. Touch o� with the wheel to be dressed at the highest point 
of the DIA-TRUpin.

4. Move the wheel across the pin using a moderate to fast 
feed rate.

5. Use a down feed of .004” (on very thin or �ne grit wheel take 
a smaller down feed) and feed the wheel to be dressed 
across the DIA-TRUpin.

6. Take multiple passes with the initial down feed and then 
reduce the down feed to .003" / .002" / .001" / .0005" and 
less. Progressively reducing the down feed will minimize 
"crowning" of the wheel being trued or reconditioned.

A Diamond or CBN wheel dressed in this manner is ready
for grinding and does not need any extra sharpening
or conditioning.

 DIAMETER LENGTH PRICE (US$)

 1/4” 1.75” $ 75.00
 3/8” 1.75” $ 148.00
 1/2” 2.00” $ 297.00
 5/8” 2.00” $ 446.00
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